Durham City-County Inspections Department
Building Residential Inspection Form 2002 IRC

Inspector's Name Inspector Phone # 560-
Inspector's Number IVR Phone # 560-1123
Date: Time: Main Number 560-4144
Permit Number
Job Address:
Type Inspection: Approved:__ Disapproved:_ NA __ Reinspection:__ Fee
Approved for Certificate of Compliance:__ Approved for Conditional Certificate of Compliance:
DA Footing Code| AP | NA DA Framing Code | AP|NA
1 |Building permit, box, site plan, blueprints Adm 140 | Treated wood in contact slab on grade 323
4 |Soil condition,undisturbed or fill 401 143 |Support veneer on roofs 703
7 |Compaction test results for fill 401 146 |Blocking or bridging at lapped floor joists 502
10 |Width and depth, figure T 403.1 (a&b) 403 149 |Full bearing for wood framing 502
13 |Pier Footings T 403.1a 403 152 |Girder in middle 1/3 piers T403.1a footnote3 403
16 |Step down bulkheads 403 155 |Span of girder and joists 502
19 |Setback required by Zone 24-4 158 |Holes and notches in joist or rafters  502& 802
22 |Easements, Site Plans, Zoning 24 161 |Headers and trimmer joists 502& 802
25 |Continuous including fireplace 1001.1.1 403 164 |Ledger strips, joist hangers 502
28 |Clear of debris, roots and loose soll 403 167 |Span of sheathing material 503
31 |Relatively level 403 170 |Corner bracing 602
173 |Framing Cantilevers Appendix P
DA Slab Code| AP [ NA 176 |Window requiring safety glazing 308
50 |Fill tamped solid 506 179 |Firestopping, draftstopping 602& 502
53 |Insulation: R-5 T-403.3 1102 182 |Stair riser, treads,width,headroom 314
56 [4" rock or sand base 506 185 [Width of aisle and corridors 311
59 |Vapor barrier 506 188 |Header,flitch plate requirements Appendix N 602
62 |Grade for minimum slab thickness 506 191 |Blocking or clips at sheathing 503& 803
65 |Protection against termites 324 194 |Double top plate load bearing walls 602
68 |Flashing at wood 703 197 |Hip&Valley rafter support to bearing partitions 802
71 |Corbel and support for suspended slabs 606 200 |Clearance at vents to combustibles M 1306
74 |Ventilation and drainage suspended slabs 408 203 |Fireplace clearances 1001, 1003 1004
77 |Thicken for loadbearing walls or columns 403 206 |Rafter brace 802
79 |Anchor bolts F403.1 & T403.1c 403 209 |Ridge board same depth as rafter cut 802
212 |Rafter Span and bearing 802
DA Foundation Code| AP | NA 215 | Transfer of loads to foundation 801
90 |Proper type of foundation 404 218 |Attic Access 807
93 |Cap solid, piers T 403.1a,footnote 1 606 221 |Support of mechanical equipment 301
96 |Foundation ventilation 408 224 |Floor load of habitable attic T 301.4 301
99 |Crawl space graded 408 227 |Extra joist under loadbearing partition walls 502
102 [Positive drain 408 230 |Stud spacing T 602.3.1 602
105 |Proper bearing on footing T403.1a, F403.1a 403 233 |Fire rated walls less than 3' to property 302
108 |Joist and girder clearance to ground 323 236 |Survey 111
111 |Proper access door size 22"x36" 408 & 1401
114 |Basement waterproofing&perimeter drain 406 DA Insulation Code |AP |NA
117 |Unequal backfill limitations T404.1.1a 404 250 |R-values, wall R-13,ceiling R-30, floor R-19 1102
120 |Pier spacing, T403.1a 403 253 |Install behind pipes and boxes 1102
123 |Size and height requirements for piers 606 256 |Vapor barrier and stapling 1102
126 |Anchor for walls 403 259 |Baffles 1102
129 |Protection against termites 324 262 |Insulation at window frame, doors & posts 1102
265 |Penetrations sealed from interior to exterior 1102

Comments




